
 
InstrucƟons for Use, TransportaƟon and Storage of PlasƟc Transport Dollies 

 
Use of PlasƟc Transport Dollies 

 
 PlasƟc transport dollies are intended for repeated use and are available with different types 

of wheels depending on load capacity requirements, temperature condiƟons, hygienic 
environment, and floor surface where they will be used. The plasƟc part is manufactured from 
plasƟc material. 

 The plasƟc transport dolly may be manufactured as food-contact suitable, meaning that the 
plasƟc part, wheels, and fastening elements are made of materials suitable for food contact. 

 Before use, the user must thoroughly clean and, if necessary, wash and disinfect the plasƟc 
part of the dolly. 

 Before using a dolly suitable for food contact, wash thoroughly with hot water (85–90°C) and 
with detergents approved by the Ministry of Health for items intended for contact with food 
products. 

 Load capacity and carrying capacity – during use, do not exceed the specified maximum staƟc 
and dynamic load for each specific packaging unit. 

 Temperature resistance – the plasƟc transport dolly may be used at temperatures from -40°C 
to +40°C. Prolonged exposure to direct sunlight as well as operaƟon under large temperature 
fluctuaƟons should be avoided. 

 For easier handling, the transport dollies are designed with openings for pulling hooks. 
 When loading the dolly, always distribute the load evenly. ConcentraƟng the load on one side 

may cause Ɵpping. 
 Do not throw, hit, or kick the transport dolly, as it may break. 
 During use, always comply with safety, occupaƟonal hygiene, and fire protecƟon regulaƟons. 

 
TransportaƟon of PlasƟc Transport Dollies 
 
 They may be transported by all types of transport vehicles, provided measures are taken to 

protect them from mechanical damage and contaminaƟon. 
 According to naƟonal and internaƟonal regulaƟons related to road, rail, air, and water 

transport, plasƟc transport dollies are considered a safe product. 
 Tariff informaƟon – TARIC code 3923 9000 00, “PlasƟc arƟcles for the conveyance or packing 

of goods; stoppers, lids, caps and other closures, of plasƟcs – Other”, without customs 
restricƟons. 
 

Storage of Empty PlasƟc Transport Dollies 
 
 PlasƟc transport dollies may be stored for more than 12 months without significant changes 

in their properƟes if storage condiƟons are appropriate. Under unsuitable condiƟons, the 
storage period is reduced. 



 Store plasƟc transport dollies indoors or under shelters protected from direct sunlight, 
precipitaƟon, and temperatures below -40°C or above +40°C. 

 During use and storage, avoid large temperature fluctuaƟons. 
 Store empty plasƟc transport dollies in a thoroughly cleaned condiƟon. 
 Store plasƟc transport dollies at least 2 meters away from heaƟng devices. 
 
Warranty CondiƟons 

 
 Warranty period: 12 months from the date of purchase. 
 The warranty is granted provided the products are used properly and the instrucƟons for use, 

transportaƟon, and storage of plasƟc transport dollies are followed. 
 The warranty covers only manufacturing defects resulƟng from poor-quality material used in 

producƟon or defecƟve workmanship. 
 Claims regarding defecƟve workmanship and non-compliance with agreed requirements are 

accepted within 2 weeks aŌer receipt of the products. 
 The warranty is valid only upon presentaƟon of a receipt and/or another official document 

proving the purchase of the dolly. 
 

Environmental InformaƟon 
 
 The plasƟc transport dolly is not biodegradable; its plasƟc part floats on water and does not 

bioaccumulate. Its wheels contain metal parts and grease, which must be disposed of at 
appropriate collecƟon points. 

 The product is not toxic, but small parƟcles may have a physical impact on aquaƟc and soil 
organisms. 
 

Treatment of Waste PlasƟc Transport Packaging 
 
 Broken and unusable plasƟc transport dollies must be collected, recovered, and recycled in 

accordance with the requirements of the Waste Management Act and other applicable 
regulaƟons. 
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This informaƟon is based on our current knowledge and experience. As many factors may influence the use 
of the product, this informaƟon does not release users from the responsibility of independently verifying 
that the product is suitable for the intended purpose. This document does not consƟtute an express or 
implied warranty regarding the suitability of the products for a parƟcular use. The informaƟon does not 
exempt the user from the obligaƟon to perform incoming inspecƟon of the product and to submit claims 
upon discovering defects. 
Users of the product are responsible for complying with intellectual property rights and applicable 
legislaƟon. 
 


